PROMOLUX)

FRESH TRACK LIGHTS

Introducing FRESH, the latest innovation from Promolux designed to elevate your fresh food
displays with vibrant colors and advanced oxidation protection!

llluminate your products with brilliance using FRESH Track Lights meticulously engineered to bring
out the most natural colors. Featuring Promolux Fresh COB chips, these lights combat oxidation from
the visible spectrum, ensuring optimal color rendering for a wide range of applications.

Experience uniform lighting that enhances all colors beyond traditional high CRI alternatives while
extending product shelf life. Consult your Promolux supplier for custom solutions tailored to your
specific requirements.

System Specifications

* Adjustable 360 degrees
* Item Type: LED Track Lights

« Power: 30w, 40w jdeal TS,
Supermarkets

* Input Voltage(V): 240V (Euro) / 100-240VAC Fresh Food Display

*LED nght Source: COB Grocery

* CRI (Ra>): 80 Art & High End Display

« Working Temperature (°C): -20 ~ +50 Boutique Store Lighting

» Lamp Body Material: Cast Aluminum

» External Flickerless Driver

* Track Head Adaptor 4-Wires, 3-Wires, 2-Wires

* Color Temperature (CCT): Premium White and Platinum
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PROMOLUX)

BALANCED SPECTRUM LIGHTING SOLUTIONS

FRESH TRACK LIGHTS

PEE2403 TrackLights

Reduced Seamless Compatibility
Glare with your Track System

Sleek, Minimalist Design
with Passive Cooling

High Energy
Efficiency
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Specifications subject to change without notice. Contact us for more information.
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